MANHOLE FRAME AND VENTED LID
SEE CCSD STANDARD DWGS. S1.6

4-5/8" @ EXP. ANCHORS

n o
ON 34" B.C. ® 90 ———————GRADE RINGS AS REQ'D
(6" MAXIMUM HEIGHT)

PRECAST ECCENTRIC
/_CONE SECTION

GROUND ELEV,

SEWAGE AIR RELEASE VALVE WITH
BACK FLUSHING ACCESSORIES,
TYPE AR.l. D—020 or D—025

OR EQUAL

O—RING GASKET ASTM C—443——'\‘

STANDARD LENGTHS
16", 327, 48" & 64"

2" GATE VALVE FITTING AS REQ’D——\"~

2" MUELLER CORP STOP OR EQUAL—L.

TEE (SAME SIZE AS MAIN)
WITH 2" REDUCING FLANGE
NO SADDLES PERMITTED

PRECAST RISER SECTIONS

I
g

0DOT CL”C” §4ooo LB/SQ. INCH)
CONC. RING FTG.

CLEARANCE BETWEEN TOP FOOTING AND
FORCE MAIN AS REQ'D. FOR OPENING IN
MANHOLE BARREL

6” AGGREGATE BASE #57 STONE

NOTE:

FLEXIBLE BUTYL RUBBER SEALANT EQUAL TO CONSEAL TYPE CS—302 SHALL BE
USED: TO SEAL CASTING TO MANHOLE, TO SEAL ADJUSTING RINGS TOGETHER AND
TO RISERS, AND TO SEAL MANHOLE RISER JOINTS.

INSTALL KOR—N—SEAL GASKETS AT MANHOLE INYERFACE WITH PIPE
NO SCALE

CLERMONT COUNTY AIR RELEASE DRAWING NO.
SEWER DISTRICT
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